
 

 

 Marion County Board of County Commissioners 
 Marion County Fire-Rescue Prevention Division 

 2631 SE 3
rd

 Street 

 Ocala, FL   34471 
 Phone:   (352) 291-8000 Fax:   (352) 291-8098 

 

 

NEW LIGHT TRUSS REQUIREMENTS 
Florida Statute, Section 633.027, and Florida Administrative Code 69A-60.008, requires the owner of 

any commercial, industrial or multiunit residential structure of three units or more (existing and new) 

constructed of light-frame trusses, to install a symbol adopted by rule of the State Fire Marshal’s 

Office. This rule establishes the dimensions, color, and location of the symbol to be applied to every 

commercial, industrial and multiunit residential structure of three units or more constructed of light-

frame trusses. 

 

“Light-frame truss type construction” means a type of construction whose primary structural 

elements are formed by a system of repetitive wood or light gauge steel framing. 

 

Existing buildings must comply within 90 days of Rule enactment. Rule became effective 12-13-09. 

 

Where the owner of the structure and the authority having jurisdiction disagree as to the use of light-

frame truss-type construction within the structure, the owner shall be granted not more than 45 days 

to provide written verification from a licensed engineer or licensed architect; otherwise, the owner 

shall comply with the rule. 

 

 

                                 
 
Lightweight Truss Floor                  Lightweight Truss Roof                  Lightweight Truss Roof & Floor 

 
Symbols must be all weather and contrasting with background  
Maltese Cross shall measure 8 inches horizontally and 8 inches vertically  
Maltese Cross shall be a bright red reflective color  
Maltese Cross shall be within 24 inches to the left of the main entry  
Maltese Cross shall be not less than 4 feet above grade, walking surface, finished floor  
Maltese Cross shall be not more than 6 feet above grade, walking surface, finished floor  
Additional signs to be installed as determined by the Authority Having Jurisdiction.  
 
The complete rule is available on the State Fire Marshals web site under Rules of the State Fire 
Marshal  
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NUEVO REQUESITOS PARA ARMADURA LIVIANA 
El Estatuto de la Florida, Sección 633.027, (2008). Requiere que el dueño de una estructura 

residencial, industrial o de un multiunit de tres unidades o mas construida de armadura liviana, debe 

instalar un símbolo adoptado bajo las reglas de la oficina del estado de Mariscal de fuego. Esta regla 

establece las dimensiones, el color, y la localización del símbolo que se aplicará a cada estructura 

residencial, comercial, industrial y del multiunit de tres unidades o mas construido de armadura 

liviana.  

 

“Armadura de construction liviana” quiere decir un tipo de construction cuyo elemento estructural 

primario son formado por un sistema de madera repetitivo o un armazon de metal liviano. 

 

Edeficio existentes cumpliran con la regla establecida en 90 dias. 12-13-09 

  

Si el dueño de la estructura y la autoridad que tiene jurisdicción estan en desacuerdo en cuanto a el 

uso de la estructura de armadura liviana, se le concederá al dueño no mas de 45 días para proveer una  

verificación escrita de un ingeniero o arquitecto licenciado; si no, el dueño tiene que cumplir con la 

regla.  

                            
 

Armadura de piso liviano            Armadura de techo liviano        Armadura de piso y techo liviano 

 

• Los símbolos deben ser de material resistente y con contraste en el fondo  

• La cruz maltesa medirá 8 pulgadas horizontalmente y 8 pulgadas verticalmente  

• La cruz maltesa será un color reflexivo rojo brillante  

• La cruz maltesa estará a 24 pulgadas a la izquierda de la entrada principal  

• La cruz maltesa estará a no menos que 4 pies sobre el grado, superficie de la cera , piso fabricado  

• La cruz maltesa estará a no más que 6 pies sobre el grado, superficie de la cera , piso fabricado  

 

Letreros adicionales seran instalado por la autoridad que tiene jurisdicción.  

  

La regulaciones completa está disponible en el web site de los Mariscales de Fuego.   


